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Derby style test header connections provide a way to flow test a fire pump or backflow preventer. 

These units are designed to be wall mounted.    

Specifications: 

• Carbon steel construction - painted red 

• Grooved inlet (standard) 

• 150# flanged inlet (standard) 

• 300# flanged inlet (available upon request) 

• Other sizes and outlet configurations available upon request 

Size Configuration Finish Notes Part Number 

 PT231 6" x (3) 2½" F NPT 3-Way Red Steel 750 GPM 

 PT232 8" x (3) 2½" F NPT 3-Way Red Steel 750 GPM 

 PT241 6" x (4) 2½" F NPT 4-Way Red Steel 1000 GPM 

 PT242 8" x (4) 2½" F NPT 4-Way Red Steel 1000 GPM 

 PT261 6" x (6) 2½" F NPT 6-Way Red Steel 1500 GPM 

 PT262 8" x (6) 2½" F NPT 6-Way Red Steel 1500 GPM 

 PT282 8" x (8) 2½" F NPT 8-Way Red Steel 2000 GPM 

 PT283 10" x (8) 2½" F NPT 8-Way Red Steel 2000 GPM 

 PT203 10" x (10) 2½" F NPT 10-Way Red Steel 2500 GPM 

 PT224 12" x (12) 2½" F NPT 12-Way Red Steel 3000 GPM 

Specify Inlet Type: 

-01  150# Flange 

-02  Groove 

http://www.americanfirehose.com/fire-department-connection-bodies/exposed-test-header-connection?order=field_finish&sort=asc
http://www.americanfirehose.com/fire-department-connection-bodies/exposed-test-header-connection?order=field_part_number&sort=asc
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