\AMERlCAN Free Standing FDC Inlets
FIRE SUPPLY

Free Standing FDC Inlet

Designed to provide supplemental water to a building’s fire protection system.

Typically, these units are installed free-standing outside of a building.

250 GPM per inlet

U/L Listed (2-way only). Contact us for current approvals.

e Our Free Standing FDCs come furnished with body, plate, 18” sleeve, and
plugs & chains.

e 4” 2-Way units have single swing clapper, all other units utilize individual drop
clappers on each inlet.

¢ All 2-Way and 3-Way units use clappered bodies, 4-Way and larger use
clappered snoots. *4-Way and larger bodies have a rough brass or rough
chrome finish only, remainder of components can be polished.

220RBSA

Size & Configuration
|:| 220 2-Way (4" F NPT x 2%5" x 22" 24 8%
|:| 221 2-Way |6” F NPT x 2%5" x 2V%” 247 | 12%°
|:| 230 3-Way (4" F NPT x 2%%” x 2V%" x 2" 24" | 14%%°
|:| 231 3-Way |[6” F NPT x 2%%" x 212" x 24" 247 | 14
|:| 240 4-Way |[6” F NPT x 212" x 2%5" x 2'%" x 22" 28" | 263"
|:| 250 4-Way |[6” F NPT x 214" x 25" x 2V5" x 2V%” (Square) 33” 117
|:| 260 6-Way |[6” F NPT x 2V5" x 2V5" x 22" x 22" x 22" x 25" 28" | 40%” B
|:| 261 6-Way |[8” F NPT x 2%5" x 2V5" x 22" x 22" x 25" x 2V5” 30" | 403" l < < ——
Specify Finish: Specify Plate Lettering: QMP_ \

[]-RB Rough Brass []-A Auto Spkr A

':I-AL Rough Brass w/ Red Plate D-S Standpipe

[[]-PB Polished Brass [[]-sA standpipe & Auto Spkr

[[]-PC Polished Chrome [[]-DS Dry Standpipe 260 | 261
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