AMER'CAN Sprinkler Extension Nipples

FIRE SUPPLY

Sprinkler Extension Nipples
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Sprinkler extension nipples are designed to be //// vi

used to extend the thread of a sprinkler head ‘ 5% (
when a drop nipple length has been cut too “4“\""‘ 3 14
short or when the finished ceiling has changed L

from it’s original location.
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Part # Size
SPKEXT12

|:| SPKEXT12 1/2” long x 1/2” NPT
SPKEXT34 3/4” long x 1/2” NPT
SPKEXT1 1" long x 1/2” NPT
SPKEXT15 1%" long x 1/2” NPT
SPKEXT2 2" long x 1/2” NPT
SPKEXT12-34 1/2” long x 3/4” NPT

Brass Extension Nipple Warning: *THIS PRODUCT IS SOLD AS IS AND WITH ALL FAULTS. PROPER INSTALLATION IS
REQUIRED TO AVOID RISK OF FAILURE. THIS PRODUCT HAS NEITHER BEEN TEST NOR APPROVED BY ANY AGENCY
OR AUTHORITY AS BEING A UNIVERSALLY ACCEPTED PRODUCT FOR THE EXTENSION OF SPRINKLERS. AMERICAN

FIRE SUPPLY WILL MAKE NO WARRANTY OF ANY KIND FOR THIS PRODUCT. DO NOT EXCEED 15 LBS OF TORQUE.

The information above is produced in good faith and is believed to be reliable but is for guidance only. American Fire Supply can’t
assume liability or responsibility for results obtained in the use of its product by persons whose methods are outside or beyond our
control. It is the user’s responsibility to determine the suitability of any of the products, methods of use, or preparation prior to use,
mentioned within this data sheet.
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