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Angle Valves 

Designed for use in trim or drain applications. They are suitable for all sprinkler systems. Sizes range 

from ½” through 2”. The most common use for the 2” option is as a system drain at the riser. These 

valves can also be used on both alarm valve and shotgun type riser assemblies. 

Size & Configuration Material Part # 

AV1/2 ½” F NPT x ½” F NPT Cast Brass 

AV3/4 ¾” F NPT x ¾ F NPT Cast Brass 

AV1 1” F NPT x 1” F NPT Cast Brass 

AV125 1¼” F NPT x 1¼” F NPT Cast Brass 

AV15 1½” F NPT x 1½” F NPT Cast Brass 

AV2 2” F NPT x 2” F NPT Cast Brass 

AV15 

Globe Valves 

Designed for use in trim or drain applications. They are suitable for all sprinkler systems. 

Size & Configuration Material Part # 

GV1/4 ¼” F NPT x ¼” F NPT Cast Brass 

GV1/2 ½” F NPT x ½” F NPT Cast Brass 

GV3/4 ¾” F NPT x ¾ F NPT Cast Brass 

GV1 1” F NPT x 1” F NPT Cast Brass 

GV125 1¼” F NPT x 1¼” F NPT Cast Brass 

GV15 1½” F NPT x 1½” F NPT Cast Brass 

GV2 2” F NPT x 2” F NPT Cast Brass 

GV1/2 

Size Finish Part # 

GAUGEVALVE ¼” F NPT x ¼” F NPT x ¼” F NPT Brass 

Used to simplify the installation of sprinkler system pressure gauges. With the valve having the design 

of one inlet and two outlets, this allows for replacement of the system gauge without shutting down the 

water supply to the sprinkler system. This arrangement allows an inspector to test system pressure 

with another gauge through the second outlet. The second outlet is typically plugged during installation 

with a ¼” NPT pipe plug. 

Three-Way Gauge Valves 
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