
Component Material 

Body Ductile Iron (ASTM A536) 

Seat Ring ASTM B62 C83600 

Disc AISI 304 (2-4”) 

ASTM A536 (6-8”) 

Rubber Ring EPDM 

Spring AISI 304 

Hinge Pin AISI 420 

Material Specifications 

Valve 

Size 

Dimensions 
Weight 

Lbs. 

Working 

Pressure 

Temp. 

Range 
Part # 

A B C D E F 

 CHK321526-S 2” 6.34” 3.54” 2.80” 5.02” 2.37” 4.21” 6.24 300 PSI 32° - 212° F 

 CHK321533-S 2½” 7.06” 3.91” 3.19” 5.71” 2.87” 4.74” 8.80 300 PSI 32° - 212° F 

 CHK321539-S 3” 7.80” 4.29” 3.61” 6.44” 3.50” 5.24” 13.23 300 PSI 32° - 212° F 

 CHK321547-S 4” 8.62” 4.06” 4.25” 7.71” 4.50” 6.49” 19.84 300 PSI 32° - 212° F 

 CHK321557-S 6” 10.60” 5.13” 5.43” 9.56” 6.63” 8.00” 37.48 300 PSI 32° - 212° F 

 CHK321576-S 8” 14.75” 7.38” 8.00” 14.50” 8.63” 8.50” 66.50 300 PSI 32° - 212° F 

Dimensions 

Description Part # 

 CHK321561-T Trim for 2” riser style check valve 

 CHK321562-T Trim for 2½” and 3” riser style check valve 

 CHK321563-T Trim for 4”, 6”, and 8” riser style check valve  

Trim 

 Trim available separately 

 UL Listed. Contact us for current approvals. 

 Check valves suitable for horizontal or vertical 

installation 
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Riser Style Check Valves 
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