Hydrant Diffuser

A hydrant diffuser offers quick and efficient hydrant flow testing. These hydrant diffusers use a dual function, liquid filled gauge, which measures both gallons per minute as well as PSI. They also feature a 2½" female NST swivel so that when connected to the hydrant, the water flow can be aimed in a desirable direction as to not disturb landscape or damage objects in the waters path.

- Rugged aluminum construction
- Gauge face = 4" diameter
- All parts are field replacable
- 2½" female NST swivel
- Weight = 7.7 pounds

**Kit Includes:**
- 4" 160 PSI / 2120 GPM gauge
- 4" 100 PSI gauge with quick connect
- 4" 200 PSI gauge with quick connect
- 2½" hydrant cap with 3-way bleeder valve
- 12 feet of tube with quick connect and bleeder valve for remote reading
- Spare inner tube included in case pitot becomes damaged from flushing debris
- Convenient carrying case

<table>
<thead>
<tr>
<th>Part #</th>
<th>Size</th>
<th>Configuration</th>
</tr>
</thead>
<tbody>
<tr>
<td>DIFFUSER100</td>
<td>2½&quot;</td>
<td>100 PSI / 1680 GPM</td>
</tr>
<tr>
<td>DIFFUSER160</td>
<td>2½&quot;</td>
<td>160 PSI / 2120 GPM</td>
</tr>
<tr>
<td>DIFFUSERCASE</td>
<td>L: 14 1/2&quot; W: 19&quot; H: 7 3/8&quot;</td>
<td>Carrying case for hydrant diffuser</td>
</tr>
<tr>
<td>DIFFUSERKIT</td>
<td>2½&quot;</td>
<td>Various components</td>
</tr>
</tbody>
</table>